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Input & Output wiring – GZCA 35K-SPL 
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Signal Input wiring – GZCA 35K-SPL 
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Link Mode – GZCA 35K-SPL 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

This amplifier offers an exclusive feature enabling to connect a vast amount of speakers to up to 10 amplifiers 

controlled by only one (master) of them. Separate signal wiring is not necessary. To receive the maximum output power 

of each amplifier in the line of linked units, it´s recommended to spread the amount of speakers evenly to all amplifiers 

and to decrease the load for each amplifier to 1 Ohm by connecting the speakers in series and/or parallel. 
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Specifications 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

Model GZCA 35K-SPL 

Amplifier type Mono low frequency class D  

RMS Power @ 1 Ω 
measured @ 12.6  V 

35000 W (0.1% THD+N) 

Input sensitivity 500 mV ~ 6 V 

Operation voltage 9 V ~ 18 V 

Fuse According to competition rules  

Dimensions 
w x h x l (mm) 

225 x 68 x 836 

Dimensions 
w x h x l (inch) 

8.85 x 2.67 x 32.91 

Weight 13 kg / 28,66 lbs 
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Trouble shooting guide 
 

 
 
 
 
 
 
 
 
 
 
 

 
Terms of warranty  

 
The limited warranty for this product is covered by Ground Zero´s local distribution partners and their 

terms and conditions. For further information contact your local retailer or distributor. 
 
  
 
 

  
Ground Zero GmbH 

Erlenweg 25, 85658 Egmating, Germany 

Tel. +49 (0)8095/873 830  Fax -8310 

www.ground-zero-audio.com  

  

Symptoms Check / Cause Action 

No audible sound 

Does the  sign turn to yellow? No? 
Probably there is no power supply 

Check the power line fuse(s) 
Check remote wire connection to the head unit 
Check +12 Volt power supply wire connection 
Check ground wire connection 

Does the  sign blink 10 times? Yes? 
The battery voltage is too high or too low 

The operation voltage must be 9 to 16 V 

Does the  sign blink 10 times? Yes? 
Load at the speaker terminal is below 1 Ohm 

Speaker wires may be shorted (short circuit) 
Check the wiring and the speakers 

Probably no input signal Check the RCA wiring to the head unit 

Does the  sign light up red? Yes? 
Amplifier turned off due to high temperature 

Turn off the amplifier until it cools down 

Does the  sign blink permanently red? Yes? 
The amplifier is seriously damaged 

Device has to be sent to our service department 

Device does not turn on 

Does the  sign turn to yellow? No? 
Probably there is no power supply 

Check the power line fuse(s) 
Check remote wire connection to the head unit 
Check +12 Volt power supply wire connection 
Check ground wire connection 

Does the  sign blink permanently red? Yes? 
The amplifier is probably damaged 

Device has to be sent to the service department 

Distorted audio signal 
 

Does the  sign turn red? Yes? 
The output signal is distorted 

Decrease the amplifier gain (Level) or 
Decrease the volume level of the head unit 

Amplifier is working, but… Does the  sign blink frequently red? Yes? 
The battery voltage is below 9.5 V 

Check and load the battery 


